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with § 193.2057 and § 193.2059 for as long 
as the facility is in operation. 

Fail-safe means a design feature 
which will maintain or result in a safe 
condition in the event of malfunction 
or failure of a power supply, compo-
nent, or control device. 

g means the standard acceleration of 
gravity of 9.806 meters per second2 
(32.17 feet per second2). 

Gas, except when designated as inert, 
means natural gas, other flammable 
gas, or gas which is toxic or corrosive. 

Hazardous fluid means gas or haz-
ardous liquid. 

Hazardous liquid means LNG or a liq-
uid that is flammable or toxic. 

Heated vaporizer means a vaporizer 
which derives heat from other than 
naturally occurring heat sources. 

Impounding space means a volume of 
space formed by dikes and floors which 
is designed to confine a spill of haz-
ardous liquid. 

Impounding system includes an im-
pounding space, including dikes and 
floors for conducting the flow of spilled 
hazardous liquids to an impounding 
space. 

Liquefied natural gas or LNG means 
natural gas or synthetic gas having 
methane (CH4) as its major constituent 
which has been changed to a liquid. 

LNG facility means a pipeline facility 
that is used for liquefying natural gas 
or synthetic gas or transferring, stor-
ing, or vaporizing liquefied natural gas. 

LNG plant means an LNG facility or 
system of LNG facilities functioning as 
a unit. 

m3 means a volumetric unit which is 
one cubic metre, 6.2898 barrels, 35.3147 
ft.3, or 264.1720 U.S. gallons, each vol-
ume being considered as equal to the 
other. 

Maximum allowable working pressure 
means the maximum gage pressure per-
missible at the top of the equipment, 
containers or pressure vessels while op-
erating at design temperature. 

Normal operation means functioning 
within ranges of pressure, temperature, 
flow, or other operating criteria re-
quired by this part. 

Operator means a person who owns or 
operates an LNG facility. 

Person means any individual, firm, 
joint venture, partnership, corporation, 
association, state, municipality, coop-

erative association, or joint stock asso-
ciation and includes any trustee, re-
ceiver, assignee, or personal represent-
ative thereof. 

Pipeline facility means new and exist-
ing piping, rights-of-way, and any 
equipment, facility, or building used in 
the transportation of gas or in the 
treatment of gas during the course of 
transportation. 

Piping means pipe, tubing, hoses, fit-
tings, valves, pumps, connections, safe-
ty devices or related components for 
containing the flow of hazardous fluids. 

Storage tank means a container for 
storing a hazardous fluid. 

Transfer piping means a system of 
permanent and temporary piping used 
for transferring hazardous fluids be-
tween any of the following: Lique-
faction process facilities, storage 
tanks, vaporizers, compressors, cargo 
transfer systems, and facilities other 
than pipeline facilities. 

Transfer system includes transfer pip-
ing and cargo transfer system. 

Vaporization means an addition of 
thermal energy changing a liquid to a 
vapor or gaseous state. 

Vaporizer means a heat transfer facil-
ity designed to introduce thermal en-
ergy in a controlled manner for chang-
ing a liquid to a vapor or gaseous state. 

Waterfront LNG plant means an LNG 
plant with docks, wharves, piers, or 
other structures in, on, or immediately 
adjacent to the navigable waters of the 
United States or Puerto Rico and any 
shore area immediately adjacent to 
those waters to which vessels may be 
secured and at which LNG cargo oper-
ations may be conducted. 

[45 FR 9203, Feb. 11, 1980, as amended by 
Amdt. 193–1, 45 FR 57418, Aug. 28, 1980; Amdt. 
193–2, 45 FR 70404, Oct. 23, 1980; Amdt. 193–10, 
61 FR 18517, Apr. 26, 1996; Amdt. 193–17, 65 FR 
10958, Mar. 1, 2000]

§ 193.2009 Rules of regulatory con-
struction. 

(a) As used in this part: 
(1) Includes means including but not 

limited to; 
(2) May means is permitted to or is 

authorized to; 
(3) May not means is not permitted to 

or is not authorized to; and 
(4) Shall or must is used in the manda-

tory and imperative sense. 
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(b) In this part: 
(1) Words importing the singular in-

clude the plural; and 
(2) Words importing the plural in-

clude the singular.

§ 193.2011 Reporting. 

Leaks and spills of LNG must be re-
ported in accordance with the require-
ments of part 191 of this chapter.

§ 193.2013 Incorporation by reference. 

(a) There are incorporated by ref-
erence in this part all materials re-
ferred to in this part that are not set 
forth in full. The incorporated mate-
rials are deemed published under 5 
U.S.C. 552(a) and 1 CFR part 51 and are 
part of this regulation as though set 
forth in full. All incorporated mate-
rials are listed in appendix A to this 
part 193 with the applicable editions in 
parentheses following the title of the 
referenced material. Only the latest 
listed edition applies, except that an 
earlier listed edition may be followed 
with respect to components which are 
designed, manufactured, or installed in 
accordance with the earlier edition be-
fore the latest edition is adopted, un-
less otherwise provided in this part. 
The incorporated materials are subject 
to change, but any change will be an-
nounced by publication in the FEDERAL 
REGISTER before it becomes effective. 

(b) All incorporated materials are 
available for inspection in the Re-
search and Special Programs Adminis-
tration, 400 Seventh Street, SW., Wash-
ington, DC, and at the Office of the 
Federal Register, 800 North Capitol 
Street, NW., suite 700, Washington, DC. 
These materials have been approved for 
incorporation by reference by the Di-
rector of the Federal Register in ac-
cordance with 5 U.S.C. 552(a) and 1 CFR 
part 51. In addition, the incorporated 
materials are available from the re-
spective organizations listed in appen-
dix A to this part. 

(c) Incorporated by reference provi-
sions approved by the Director of the 
Federal Register. 

[45 FR 9203, Feb. 11, 1980, as amended by 
Amdt. 193–2, 45 FR 70410, Oct. 23, 1980; 58 FR 
14522, Mar. 18, 1993]

§ 193.2015 [Reserved]

§ 193.2017 Plans and procedures. 

(a) Each operator shall maintain at 
each LNG plant the plans and proce-
dures required for that plant by this 
part. The plans and procedures must be 
available upon request for review and 
inspection by the Administrator or any 
State Agency that has submitted a cur-
rent certification or agreement with 
respect to the plant under the pipeline 
safety laws (49 U.S.C. 60101 et seq.). In 
addition, each change to the plans or 
procedures must be available at the 
LNG plant for review and inspection 
within 20 days after the change is 
made. 

(b) The Administrator or the State 
Agency that has submitted a current 
certification under section 5(a) of the 
Natural Gas Pipeline Safety Act with 
respect to the pipeline facility gov-
erned by an operator’s plans and proce-
dures may, after notice and oppor-
tunity for hearing as provided in 49 
CFR 190.237 or the relevant State pro-
cedures, require the operator to amend 
its plans and procedures as necessary 
to provide a reasonable level of safety. 

[Amdt. 193–2, 45 FR 70404, Oct. 23, 1980, as 
amended by Amdt. 193–7, 56 FR 31090, July 9, 
1991; Amdt. 193–10, 61 FR 18517, Apr. 26, 1996]

§ 193.2019 Mobile and temporary LNG 
facilities. 

(a) Mobile and temporary LNG facili-
ties for peakshaving application, for 
service maintenance during gas pipe-
line systems repair/alteration, or for 
other short term applications need not 
meet the requirements of this part if 
the facilities are in compliance with 
applicable sections of NFPA 59A (1996 
edition). 

(b) The State agency having jurisdic-
tion over pipeline safety in the State in 
which the portable LNG equipment is 
to be located must be provided with a 
location description for the installa-
tion at least 2 weeks in advance, in-
cluding to the extent practical, the de-
tails of siting, leakage containment or 
control, fire fighting equipment, and 
methods employed to restrict public 
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